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MEMORANDUM 
 

 

  TO:  Board of Commissioners 

    Upper Moreland Township 

 

  FROM:  Anton Kuhner, P.E. 

    Joseph DeSantis, P.E., PTOE 

 

  DATE:  June 11, 2020 

 

  RE:  2020 ARLE Grant 

    York Road (S.R. 0611)\Davisville Road (S.R. 2042) 

    York Road (S.R. 0611)\Easton Road (S.R.0611\County) 2009) 

    Traffic Signal Improvements 

    McMahon Project No. 806056.11 

 

McMahon is providing this memo in regards to the 2020 ARLE grant application period.  PennDOT is 

now accepting applications for projects through July 1, 2020.  Based upon coordination with PennDOT 

and in conjunction with the Stations at Willow Grove project, PennDOT suggested operational 

improvements at the intersections of York Road\Davisville Road and York Road\Easton Road for 

improved operation and coordination with the SEPTA rail crossing. The Township had received a 

grant for these improvements under the 2018 Green Light Go Grant; however, in May PennDOT 

withdrew the grant due to funding shortfalls related to Covid‐19.  Our office recommends submitting 

an ARLE application for the same improvements. 

 

Specifically, PennDOT identified the following improvements for consideration by the Township: 

 

 Physically connect the controller at the intersection of York Road and Easton Road to the adjacent 

traffic signal at Davisville Road.  Currently, the intersections are connected via spread spectrum 

radio. 

 Physically connect the controller at the intersection of York Road and Easton Road to the train 

controller. 

 Implement a train pre‐emption phase at York Road and Easton Road to clear northbound traffic 

from the tracks. 

 Modify controllers at both intersections to include additional safety features for connection to the 

train crossing (i.e. gate down circuitry, test switch, etc.). 



‐2‐ 

 Addition of a pedestrian crossing on the western leg of Davisville Road. 

 

It was estimated by PennDOT that the improvements could cost in the $200,000‐$300,000 range.  It is 

also our understanding that JG Petrucci has provided $40,000 towards the Township match for the 

project.  This is in addition to the traffic impact fee that was determined for the development. 

 

If the Township desires to move forward with the submission of an application, the following items 

will need to be prepared\completed: 

 

 Preliminary scoping form submission to PennDOT District 6‐0 Traffic Unit 

 Update detailed cost estimate 

 Completion  of  a  funding  commitment  letter  by  the  Township.    A  resolution  is  not 

required. 

 Preparation and submission of the online application by July 1, 2020. 

 

If you have any questions or would like to discuss further, please feel free to contact me.   
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GRAPHIC SCALE   1"= 40'

UPPER MORELAND TOWNSHIP, MONTGOMERY COUNTY, PENNSYLVANIA

3400 DAVISVILLE ROAD

YMCA at the WILLOW GROVE DAY CAMP
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